Ustawienie DMZ Technicolor TG589vn

Logujemy sie do panelu administracyjnego pod adresem 192.168.1.254 przy pomocy uzytkownika admin i hasta
admin.

> ¢ ﬁ‘| % | 192.168.1.254/login.|p

Technicolor TG589vn technicolor
Login
Enter your username and password to access your Technicolor Gateway.
Username: |admin| |
Pazsword: |..,"_... |

Przechodzimy do menu Home Network

Home

Technicolor Gateway

» Information

Product Name: TG5839vn
Software Release: 3.4.3.0

Broadband Connection

— Comie

» InternetGE: Disconnected
» IPTV GE: Disconnected
» IPTV VDSL: Connected
Toolbox
» Game & Application
Sharing
» Firewall: Standard

» Parental Control

Home Network
(@ Wireless: komputer

-E Ethernet: NETGEM-59320c




Teraz wybieramy menu Devices

Home = Home Metwork

Home Network

I@I Wireless

|_ WLAN: TNCAPCO1A36 (((
komputer
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Home Network .E Ethernet

(Coevices) | | .
Interfaces (100Mbps)

| ethport2
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(100Mbps)

ethportd

(100Mbps) METSEM-553320c

W sekcji Device klikamy na odnosnik Assign the public IP address of a connection to a device

Home = Home Metwork = Devices Overview | Configure

Local Network Devices

* Detected Device(s)

The table below contains the list of devices the Technicolor Gateway detected on your local network.
Click on a device name to get more information on a device.

Mame IP Address Interface
Home Network d Technicolor TG589vn 192.168.1.254
Devices
0.0.0.0 WILAN
chr_rmm D

Interfaces

192.168.1.1 ethportd
QNEI'GEM-SQSZDC -E po

Pick a task...

. fLesign @ game or application to a local networlk device

Acsign the public IP address of a connection to a device ]

Klikamy przycisk Edit
Home = Home Metwork = Devices = Aszsign Public IF

Assign the public IP address of a connection to a LAN device

This page allows you to assign the public IP address of your Internet Connection(s) to a specific device on
your local networlk...

You might want to do this if:

You encounter issues with some applications through the Network Address Translation engine of your
Technicolor Gateway.

This device is running server applications (web server, ...) and you want it to be accessible from the
internet.

This device has to be considered as the unique entry to your local network (DMZ).

Home Network

Devices

Interfaces

Internet Service
Internet

Device




Z rozwijanej listy wybieramy dostepne urzadzenia i klikamy Apply
Home = Home Metwork = Devices = Assign Public IP

Assign the public IP address of a connection to a LAN device

This page allows you to assign the public IP address of your Internet Connection(s) to a specific device on
your local network...

You might want to do this if:

== ‘fou encounter issues with some applications through the Network Address Translation engine of your
achnicolor Gateway.

Home Network » This d&%ies_is running server applications (web server, ...) and you want it to be accessible from the
internet. ™

= This device has to be'tons

Devices idered as the unique entry to vour local network (DMZ).

Interfaces Internet Service Device

Internet | NETGEN28320c iv|

Potwierdzamy OK.

After az=igning the public ip addrez= you have to

{1} releaze the current private ip addrezz of thiz device.
(2} renew the ip address of thiz device in order to aguire the public ip address

Are yvou sure ?

o —

Od tej pory wybrane urzadzenie bedzie pracowa¢ w DMZ.
Home = Home Metwork = Devices = Assign Fublic IP

Assign the public IP address of a connection to a LAN device

This page allows you to assign the public IP address of your Internet Connection(s) to a specific device on
vyour local networle...

You might want to do this if:

= You encounter issues with some applications through the Networlk Address Translation engine of your
Technicolor Gateway.

Home Network = This device is running server applications (web server, ...) and you want it to be accessible frem the
internet.
Devices » Thiz device has to be considered as the unigque entry to your local network (DMZ).

Interfaces

N Internet Service Device

Internet :
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