Router Technicolor mimo konfiguracji w tryb bridge zestawia potgczenie PPP. Dlatego przed
konfiguracjg nalezy ustawi¢ dane tymczasowe. Opis konfiguracji ponizej.

Aby skonfigurowac router Technicolor TG589vn pod tryb Bridge nalezy:

a. Otworzy¢ przegladarke internetowg poprzez wybranie odpowiedniej ikony dwukrotnym
nacisnieciem lewego klawisza myszy (np. Internet Explorer lub Mozilla Firefox):

Mozilla Firef o

b. W przegladarce internetowej w pasku adresu na gérze strony nalezy wprowadzi¢
nastepujacy adres strony konfiguracyjnej routera zatwierdzajgc klawiszem Enter:

192.168.1.254

ﬁ'cpe.dtwk.pl - Windows Internet Explorer

@@ =NE | 192.168.1.254 h

File Edit ‘“iew Favorites Tools

X 0% paiio —| | Search <|b ","_.. POFCreator e eBay @ Amazon | - Options =

J 7 Favorites J 5 @] Web Slice Gallery ~

c. Po pojawieniu sie ekranu logowania nalezy wpisa¢ ,admin” jako nazwe uzytkownika oraz
»admin” jako hasto a nastepnie wcisng¢ , 0K”:

Technicolor TG589vn technicolor
Login
Enter yvour username and password to access vour Technicolor Gateway.
Username: admin
Password: .....|

d. Po zalogowaniu sie na ekran konfiguracyjny routera nalezy nacisng¢ na napis , Internet”
w sekcji ,,Broadband Connection”:



Technicolor Gateway

» Information

Product Name: TG589vn
Software Release: 8.4.3.0

ﬁ\ Broadband Connection

(-t comnecad

» InternetGE: Disconnected
» IPTV GE: Disconnected
» IPTV VDSL: Connected

e. Na kolejnym ekranie nalezy wpisa¢ nazwe uzytkownika i hasto. Aby to zrobi¢ najpierw
trzeba klikng¢ ,,Disconnect” a nastepnie wprowadzi¢ swéj login oraz hasto tymczasowe:

Login: netia@netia.pl
Hasto: biznestv

@ Internet

» Connection Information

|

Broadband Connection

Uptime: 0 days, 0:32:20
DSL Connection Data Transferred 86,41/ 6,71

(Sent/Received) [MB/ME]:

Internet Services Username: [ @net24.com.pl
Password: SR SSUER
Remember Password: Yes
IP Address: 77.253.147.42
Primary DNS: 62.233.233.233
Secondary DNS: 87.204.204.204

Home = Broadband Connection = Internet Services > Internst

[ connect

Internet

» Connection Information

Broadband Connection

Link Status: Disconnected

WAN Connection Last Error Message:! Concentrator not reachable
Internet Services Username:
Password:
Remember Password:

Potaczenie w ciggu kilkunastu sekund zostanie nawigzane. Teraz przechodzimy do
konfiguracji wtasciwej trybu Bridge.



f.  Z menu na stronie gtéwnej wybieramy zaktadke , Technicolor Gateway”:

Technicolor Gateway

» Information

Broduct Name: TG58%vn
Software Release: 8.4.3.0

Broadband Connection
» Internet: Connected
» InternetGE: Disconnected
» IPTV GE: Disconnected

» IPTV VDSL: Connected

Toolbox

» Game & Application
Sharing

» Firewall: Standard

» Parental Control

Home Network

ﬁ Wireless: acyerl2-HP
7T

DOM-PC
-E Ethernet: DOM-Komputer

Unknown-00-18-95-11-70-bf

g. Po otworzeniu sie nowego okna nalezy nacisng¢ ,Setup my Technicolor Gateway”, gdzie
bedzie mozna przeprowadzi¢ konfiguracje routera:

Home = Technicolor Gateway

Technicolor Gateway
Technicolor Gateway

» Information
Information

Product Name: TG589vn
Cenfiguration Serial Number: CP11391TOEG
Event Logs Software Release: 8.4.3.0

» Configuration
Service Name: Routed PFPoE and IFTV (madified by user)
Date & Time: Tue, 17-Jan-2012 23:27:48+01:00

Pick a task...

Setup my Technicolor Gateway ]

Reset my Technicolor Gateway

View event logs Kliknij,
Uwaga wyskoczy okno

(e
. Restart my Technicolor Gateway
®
®
®

Check connectivity to the Internet




h. Po otwarciu sie okna konfiguratora naciskamy , Next”:
technicolor

Welcome to the Technicolor Gateway
Easy Setup

Thiz wizard helps vou configure your Technicolor Gateway .
To continue, click Mext.

< Back @[ Cancel |

i. Na kolejnym ekranie zaznaczamy ,,Bridge” i wciskamy , Next”:

Service Selection
You need to select the service you want to connect to @

Select the service of yvour D5SL account. Click Next to continue.

Select a service: _‘___,./-""'

Routed PPP

Description of selected service:

DESCRIPTICON EBridged Connection.
REGION World
PROVIDER Basic

< Back , Mext = H Cancel ]




j. Na nastepnym ekranie nic nie zmieniamy i klikamy ,Next”:

Bridged Internet Connection
Specify the details of the Internet connection. &ll information should
bhe provided by vour ISR

Choose a VPLCI from the hst

WRIACI

= Back [ Mext = ][ Cancel ]

k. Zaznaczamy opcje ,,DHCP Server” i wciskamy , Next”:

LAN Settings

Specify the Local Area Network settings @
/ Zaznaczamy te opcje

Start the DHCF server an the Technicolor Gateway

DHCF Server

< Back ' Mext = ]I[ Cancel ]

I. W nastepnym kroku mozemy zmienic¢ nazwe uzytkownika i hasto do dostepu do routera

pamietajgc o tym azeby wpisaé¢ dwukrotnie takie samo hasto:



Access Control

Specify user name and password to prevent unwanted access to the
Technicolor Gateway management interface.

[ |Administratcr |

Enter a user name.

Faszzword [ Im—l

Enter a password.

Canfirm Password [I"""'|—| I

Re-enter the passwaord.

Uzer Mame

= Back [ Mext = ][ Cancel]

m. Pozostato nacisng¢ klawisz ,Start” i router zostanie uruchomiony w trybie Bridge:
Start configuration ?

Review settings before configuring the Technicolor Gateway. @

The Wizard has enough infarmation to configure vour device. If vou want to review
or change =ettings, click Back. Click Start to start configuration.

Settings:
| -
Device:
Hame TG58%un
Serial # 1139JTBEG
Device Configuration:
Region World
Provider  Basic
Service Bridge
Description Bridged Connection. bﬂ

[ = Back i Start = u[Cancel]




